# Satlantic model # OCR-504 ICSW s/n 0301 SATNET

# University of Washington / 2013-7023 /
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# Calibration History

# Date IOperator ISW Version IRev IType ILight Data IDark Data [Lamp

Target [Immersion Param |Distance | Comments

#2013-12-12lJenn 11.9.8 118 |IA |IED IDI4301fa-0301_2013-12-12_13-50-23 raw
IDI4301da-0301_2013-12-12_13-34-51 _raw IF1206 [ IMarch 2003 [50.0
| Initial Calibration

INSTRUMENT SATDI4 " 6 AS 0 NONE
SN 0301 "4 AS 0 NONE

# Time since commencement of normal operation
TIMER NONE 'sec' 10 AF 0 COUNT

# Sample Delay
DELAY SAMPLE 'ms'2 BS 0 COUNT

# Wavelength Data

ED 412.56 'uW/cm”2/nm'4 BU 1 OPTIC2
2148138201.6  2.07613300554e-007 1.368

ED 442.95 'uW/cm”2/nm' 4 BU 1 OPTIC2
2146909853.4 1.9036876669e-007 1.410

ED 554.22 'uW/cm”2/nm'4 BU 1 OPTIC2
2148234619.2  1.9336292499e-007 1.372

PAR NONE 'umol/m”2/sec' 4 BU 1 OPTIC2
2146863087.5 3.09506634638e-006 1.359

# In-head ancillary measurements
VS NONE 'Volts' 2 BU 1 POLYU
00.03

TEMP PCB ‘Celsius' 2 BU 1 POLYU
-50.0 0.5

# Frame Counter (Data Integrity)



FRAME COUNTER " 1 BU 0 COUNT

# Check Sum (Data Integrity)
CHECK SUM "1 BU 0 COUNT

# Frame Terminator
CRLF TERMINATOR " 2 BU 0 NONE



